
LED flexible strips
 
LS-L96-8W-3000K (24V)
LS-L96-8W-4000K (24V)
LS-L96-8W-6500K (24V)

Applications

SIGNAGE LIGHTING

Lightsheet
Signage
Accent lighting
Furniture 

Color temperature, K

Luminous efficacy
Input voltage

Power, W/m

Protection class
Color rendering index

~3000K | ~4000K | ~6500K

130 lm/W
DC24V

8W/m

IP 20
84 CRI

Operating temperature

L80 lifetime
-20ºC ~ +40ºC

L80B10 > 50 000 hours (@Ta25ºC)
Warranty 5 years *project bassed applications

5 YEARS WARRANTY

Technical drawing

Technical specifications

Tel: +370 5 212 7244             Web: www.leddex.eu            Mail: info@leddex.eu

Minimum distance - 63 mm
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LEDDEX LED Flexible Strips are fitted with high reliability 2835 LEDs. 
LED Flexible Strips come in warm, neutral and white colors. Five year 
warranty is given to all LEDDEX LED Flexible Strips.
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DC 24V 120 ̊

Front view

Beam angle 120 ̊
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The Leddex Company reserves right to introduce any construction changes and data into the lighting luminairesDate of issue: 2021. 06. 15

Product Item

96
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